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SP1SP1SP1SP1SP1528528528528528
- 1,5 x 2,8 m

SP1830SP1830SP1830SP1830SP1830
- 1,8 x 3,0 m

SP1835SP1835SP1835SP1835SP1835
- 1,8 x 3,5 m

SP3050SP3050SP3050SP3050SP3050
- 3 x 5 m

SP3060SP3060SP3060SP3060SP3060
- 3 x 6 m

SP4060SP4060SP4060SP4060SP4060
- 4 x 6 m

TOWING EYES, SIDE PROFILES

ORDER TENSILE VERTICAL
NUMBER LOAD LOAD A B Ø C Ø D Ø E F G H I J

T0434 11 000 kg 1500 kg 325 57 44 52 118 30 86 135 45 M33
T0435 17 000 kg 3000 kg 380 82 62 52 122 35 110 150 62 M42x4,5
T0438 25 000 kg 3500 kg 386 82 62 52 122 37 110 150 65 M52x5

ROTATING TOWING EYES

T0T0T0T0T043434343434K4K4K4K4K
- tensile load 10 000 kg
- vertical load 1 100 kg
- material ST52

TARPAULIN RUBBER 380 mm
PV30092PV30092PV30092PV30092PV3009244444

TARPAULIN STUD
PV30093PV30093PV30093PV30093PV3009311111

PVL1PVL1PVL1PVL1PVL100000
- made of 2 mm black steel plate
- effective length 220 cm
- effective height 36 cm

PVL20PVL20PVL20PVL20PVL20
- made of 2 mm black steel plate
- effective length 220 cm
- effective height 82 cm

SIDE PROFILES

WELD-ON
SIDE
HINGE
T0436T0436T0436T0436T0436

T0435KT0435KT0435KT0435KT0435K
- tensile load 14 000 kg
- vertical load 2 000 kg
- material ST52

FIXED TOWING EYES

ELASTIC
TIES
4 pcs
PV300932PV300932PV300932PV300932PV300932

TARPAULINS
- weight 550 g/m²
- binding holes in every 40 cm

TARPAULINS
- weight 650 g/m²
- PVC-plastic,

support fabric polyester
- stainless, strong eyelets
- triangular reinforcement on strapping points
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TRAILER TIPPING DEVICES

• HIGH-QUALITY FINNISH PRODUCT

• MADE BY THE BIGGEST MANUFACTURER
IN SCANDINAVIA

• COMPLETE SPARE PART SERVICE

• ALSO DELIVERY OF INSTALLATION EQUIPMENT

• MAX. OPERATING PRESSURE 210 bar

1. All cylinders have the same installation length;
which means all cylinders can be exchanged

2. High-quality, cold-rolled pipe

3. Modern gasket solutions

4. High-grade guides prevent seizing

5. Thread R 1/2”

PUSH FORCE

Attached from below
- hole size 30 mm
- mounting length 580 mm

Attached from above
- includes lugs
- pin size 40 mm, length 35 mm

DOUBLE TIPPING DEVICE
- includes lugs
- pin size 40 mm, length 35 mm
- product 5004KYT8H dimensions:

pin size 50 mm, length 35 mm,
overall width 620 mm

LUG FOR DOUBLE
TIPPING DEVICE
5002-25002-25002-25002-25002-2
- hole 40 mm, width 30 mm

PIN FASTENING KIT
for tipping devices
attached from below
T0080T0080T0080T0080T0080
- pin size 30 mm

BALL KIT 50 mm
5002-15002-15002-15002-15002-1

BALL 50 mm
5002-35002-35002-35002-35002-3

ARM
GASKET
SETS

ORDER ARM
NUMBER SIZE

5000050 50 mm
5000065 65 mm
5000080 80 mm
5000095 95 mm
5000110 110 mm
5000125 125 mm
5000142 142 mm

5002-2A5002-2A5002-2A5002-2A5002-2A
- hole 50 mm, width 30 mm

TIPPING DEVICES

580 mm
(5004KYT8H

620 mm)
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TRAILER TIPPING DEVICES

REFERENCE TABLE FOR HYDRAULIC TIPPING CYLINDER
see dimensions from previous page

a - with chrome plated pipes

ORDER CASING MOVING PIPES  Ø mm STROKE OIL MAX. FORCE DIMENS. DIMENS.
NUMBER Ø (mm) VOL.  TAIL PRESS. L1 /mm L2 /mm

142 125 110 95 80 65 50 (l) LENGTH 160 bar

5000NAL4 95 1155 4,0 4,0 m 4 tn 1200 1700

5000NAP4 110 1155 5,9 4,0 m 6 tn 1200 1700

5000NA4 125 1155 8,3 4,0 m 7 tn 1200 1700

5000NA5 125 1540 9,5 4,8 m 8 tn 1600 2100

5000NAS5 142 1540 13,0 4,8 m 9 tn 1600 2100

5000NAS6 142 1925 14,2 5,5 m 10 tn 2000 2500

5000NAS6CR (a) 142 1925 14,2 5,5 m 10 tn 2000 2500

5000NAS7 142 2310 15,0 6,0 m 11 tn 2400 2800

5001NAT6 165 1925 17,3 5,5 m 11 tn 2000 2500

5001NAT7 165 2310 19,2 6,0 m 12 tn 2400 2800

5001NAT8 165 2695 21,3 7,0 m 12 tn 2800 3100

5002NYL4 95 1155 4,0 4,0 m 5 tn 1200

5002NYP5 110 1540 6,7 4,5 m 6 tn 1600

5004KYP5H 110 1540 13,4 4,5 m 2 x 6 tn 1600

5004KY6H 125 1925 20,6 5,2 m 2 x 8 tn 2000

5004KYS7H 142 2310 30,3 6,0 m 2 x 11 t 2400

5004KYT8H 165 2695 42,6 7,0 m 2 x 12 tn 2800

Mountin
g

length

580 m
m

ATTACHED FROM ABOVE

DOUBLE TIPPING DEVICE, ATTACHED FROM ABOVE

ATTACHED FROM BELOW

MOUNTING

IMPORTANT:
When you mount the tipping device, make sure the first pipe is appr. 20 mm “out”. This has been noticed in pictures below.
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BRAKE CYLINDERS

BRAKE CYLINDER SET
T0992T0992T0992T0992T0992

- spring return
- stroke 80 mm
- mounting dimension 265 mm
- piston Ø 25 mm
- hyd. connector 3/8"
- mounting holes Ø 15 mm and 19 mm
- incl. mounting kit (bracket + taps)

BRAKE CYLINDER
T0096T0096T0096T0096T0096

- spring return
- stroke 100 mm
- mounting dimension 287,5 mm
- piston Ø 32 mm
- hyd. connector 1/2" is in 90° angle to mounting taps
- mounting holes base Ø 20 mm, arm 13 mm

HYDRAULIC BRAKE CONNECTOR
T1T1T1T1T1290290290290290

- trailer side
- thread 1/2" BSP
- Ford, Fiat etc. T1T1T1T1T1292929292911111

- M20 x 1,5
- for 1/2" metal tube

HYDRAULIC
BRAKE CONNECTOR
- tractor side
- Ford, Fiat etc.

T1T1T1T1T1292292292292292
- M18 x 1,5
- for 12 mm metal tube

BRAKE CYLINDER
T0096AT0096AT0096AT0096AT0096A

- spring return
- stroke 38 mm
- arm Ø 25 mm, outer thread
- hyd. connector 3/8"
- mounting holes 14 mm
- piston Ø 50 mm
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SLUDGE TRAILER ACCESSORIES

ORDER NUMBER Ø A B C D E F G WEIGHT

PV300087 150 305 303 265 180 150 180 13,0 42,8

3 -WAY VALVE
cast-iron

Grease nipples 4 pcs for
lubricating the reverse
mechanism

SLIDE VALVES
- includes O-rings 2 pcs

ORDER Ø F L H H1 H S SUITABLE
NUMBER HYDR. CYLINDER

PV300126 4" / 100 mm 13 180 290 240 380 97 PV300080
PV300127 5" / 120 mm 13 180 340 290 430 97 PV300081
PV300128 6" / 150 mm 13 180 390 320 480 97 PV300082

ORDER STROKE SUITABLE
NUMBER SLIDE VALVE*

PV300080 100 mm PV300126
PV300081 125 mm PV300127
PV300082 150 mm PV300128

HYDRAULIC CYLINDERS
* Note! For own size only! CONTROL UNIT

PV300PV300PV300PV300PV300111114444411111
- for 4”, 5” and 6” slide valves

Stroke
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SLUDGE TRAILER ACCESSORIES

WELD-ON OVERFILL PROTECTORS BALLS

ORDER NBR A B C D

PV300142 40 mm 210 mm 142 mm 60 mm
PV300143 100 mm 280 mm 220 mm 80 mm

ORDER NBR Ø WEIGHT MATERIAL

PV300085 120 mm 164 g pvc
PV300086 160 mm 344 g pvc
PV300084 80 mm 210 g rubber
PV300083 100 mm 340 g rubber

Mounting hole

ORDER NBR Ø

PV300135 2" 60 mm
PV300136 3" 80 mm

ORDER NBR O-RING

PV300137 2" 53x2,6 mm
PV300138 3" 83x2,6 mm

LEVEL INDICATORS SEALS FOR
LEVEL INDICATORS

ORDER NBR HOLE d

PV300088 100 mm/4"
PV300089 125 mm/5"
PV300090 150 mm/6"

ORDER NBR OUTER Ø HEIGHT

PV300139 2" 70 mm 20 mm
PV300140 3" 100 mm 25 mm

WELD-ON
FLANGES

WELD-ON
FITTING NIPPLES
FOR
LEVEL INDICATOR Thickness

10 mm
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SLUDGE TRAILER ACCESSORIES

SIPHON VALVE
PV300PV300PV300PV300PV300111113333333333
- between the compressor and sludge tank to prevent

sludge accessing into the compressor
- 2"
- light alloy casting body
- sediment bowl made of plastic
- spare glass PV300145
- seal PV300144

PRESSURE/
LOW PRESSURE
GAUGE
PV300PV300PV300PV300PV300111113333344444
- connection thread 3/8"
- diameter 80 mm

SIPHON VALVE
PV300PV300PV300PV300PV300111112525252525
- between the compressor and sludge tank to prevent

sludge accessing into the compressor
- 3"
- plastic body
- max. pressure 3 bar
- includes sediment bowl release tool
- spare glass PV300146

ORDER NUMBER THREAD D

PV300131 1 1/4" 40 mm
PV300130 1 1/2" 45 mm
PV300132 2" 50 mm

LOW PRESSURE
RELIEF VALVE
PV300PV300PV300PV300PV300111112929292929
- thread 1 1/2”

OVER-
PRESSURE
RELIEF
VALVES
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SLUDGE TRAILER ACCESSORIES

ZINC COATED COUPLINGS "Valducci"

Male
- loose lock

thrust ring
- dimensions

tube outer
diameter

Female
- locking levers

are fixed on
female part

- includes o-ring

ORDER ORDER ORDER SIZE HOSE OUTER HOLE
NUMBER NUMBER NUMBER OUTLET DIAM. B mm
MALE FEMALE O-RING D mm A mm

PV300053 PV300052  PV300061 4”/100 100 130 90
PV300055 PV300054  PV300062 5”/120 120 150 110
PV300057 PV300056  PV300063 6”/150 150 180 140

WELD-ON COUPLINGS "Valducci"

Male
- includes lock collar

Female
- includes o-ring

ORDER ORDER ORDER SIZE OUTER HOLE
NUMBER NUMBER NUMBER DIAM. B mm
MALE FEMALE O-RING A mm

PV300118 PV300117 PV300060 3”/80 110 70
PV300120 PV300119 PV300061 4”/100 130 90
PV300122 PV300121 PV300062 5”/120 150 110
PV300124 PV300123 PV300063 6”/150 180 140

O-RINGS “Valducci”

ORDER NBR SIZE O-RING SIZE (approx.)

PV300060 3”/80 mm 103x11 mm
PV300061 4”/100 mm 123x12 mm
PV300062 5”/120 mm 138x15 mm
PV300063 6”/150 mm 160x15 mm

SEALING
FOR
QUICK
COUPLING
YYYYYT709T709T709T709T70944444
- dimensions of seal lower part:

24,5 x 33,0 mm

- made of brass
- distance between

claws 40 mm
- seal  NBR
- operating temperature

-30°C - +95°C

ORDER NBR DESCRIPTION SIZE

IKHP173 hose coupling for 3/4” hose
IKHP175 hose coupling for 1” hose
IKHP164 inner thread conn. 3/4”
IKHP165 inner thread conn. 1”

CLAW TYPE COUPLINGS

Male

Female
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SLUDGE TRAILER ACCESSORIES

HOT-GALVANIZED
COUPLINGS
"Bauer"

Male
- locking levers

Female
- fixed lock collar
- includes o-ring

Female

Male

ORDER ORDER ORDER SIZE HOSE OUTER HOLE
NUMBER NUMBER NUMBER OUTLET DIAMETER B mm
MALE FEMALE O-RING D mm A mm

PV300107 PV300112 PV300103 3”/76 mm 63 mm 98 mm 76 mm
PV300108 PV300113 PV300103 3”/76 mm 76 mm 98 mm 76 mm
PV300109 PV300114 PV300104 4”/108 mm 100 mm 145 mm 108 mm
PV300110 PV300115 PV300105 5”/133 mm 125 mm 158 mm 133 mm
PV300111 PV300116 PV300106 6”/159 mm 150 mm 180 mm 159 mm

WELD-ON COUPLINGS "Bauer"

Male Lock part
for male

Female
- includes o-ring

ORDER ORDER ORDER ORDER SIZE OUTER HOLE
NUMBER NUMBER NUMBER NUMBER DIAMETER B mm
MALE LOCK PART FEMALE O-RING A mm

PV300095 PV300099 PV300091 PV300103 3”/76 mm 98 mm 76 mm
PV300096 PV300100 PV300092 PV300104 4”/108 mm 145 mm 108 mm
PV300097 PV300101 PV300093 PV300105 5”/133 mm 158 mm 133 mm
PV300098 PV300102 PV300094 PV300106 6”/159 mm 180 mm 159 mm

ORDER NBR SIZE DIMENSIONS appr.

PV300103 3”/76 mm 89 x 3 mm
PV300104 4”/108 mm 138 x 14 mm
PV300105 5”/133 mm 153 x 18 mm
PV300106 6”/159 mm 170 x 18 mm

O-RINGS "Bauer"
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        SPARE PARTS FOR ADR-HUBS

WHEEL BOLTS
ORDER SIZE TOTAL WORKING SUITABLE FOR
NUMBER LENGTH mm LENGTH mm E.G. THESE HUBS

ADR0051  M12 x 1,5 x 16 mm 32 16 PV320010, PV320011
ADR0001  M12 x 1,5 x 36 mm 40 36 T0429, PV320003
ADR0002  M14 x 1,5 x 41 mm 45 41 T0681,T0682
ADR0003  M16 x 1,5 x 45 mm 50 45 T0683,T0427
ADR0004  M18 x 1,5 x 49 mm 54 49 T0684, T0426, T0425, T0423, T0426D
ADR0005  M18 x 1,5 x 60 mm 65 60 T0426D
ADR0006  M20 x 1,5 x 59 mm 65 59 T0991
ADR0007  M20 x 1,5 x 70 mm 76 70
ADR0008  M22 x 1,5 x 71 mm 77 71 T0990
ADR0009  M18 x 1,5 x 61 mm 67 61 T0425JS, T0423JS
ADR0010  M18 x 1,5 x 75 mm 81 75 T0426D
ADR0011  M20 x 1,5 x 74 mm 80 74
ADR0012  M20 x 1,5 x 87 mm 93 87
ADR0013  M22 x 1,5 x 76 mm 82 76

WHEEL NUTS AND WASHERS
ORDER DESCRIPTION TOTAL SUITABLE FOR
NUMBER LENGTH  mm E.G. THESE HUBS

ADR0040 nut M12 x 1,5 15
ADR0041 nut M16 x 1,5 18 T0683,T0427
ADR0042 nut M14 x 1,5 20 T0681,T0682
ADR0043 nut M18 x 1,5 25 T0684, T0426D, T0426JS, T0426J, T0426, T0425JS, T0423JS, T0425
ADR0044 nut M18 x 1,5 20 T0426D
ADR0045 nut + washer M18 x 1,5 18+7 T0426, T0426D
ADR0046 nut + washer M20 x 1,5 20+8 T0991, T0991J
ADR0047 nut + washer M22 x 1,5 22+8 T0990, T0990J
ADR0048 nut M22 x 1,5 27
ADR0049 nut M18 x 1,5 35 T0426D
ADR0050 nut M22 x 1,5 35

GASKET SETS
- complete gasket sets

for one hub

ORDER NBR SUITABLE FOR E.G. THESE HUBS

ADR0080
ADR0081
ADR0082 T0683
ADR0083 T0427
ADR0084
ADR0085 T0684
ADR0086 T0423, T0423JS
ADR0087 T0425
ADR0088 T0426, T0426D, T0426J, T0425JS
ADR0090 T0426JS
ADR0091 T0990, T0991J, T0991
ADR0092
ADR0093
ADR0094 T0990J

DUST CAPS

ORDER SIZE TOTAL SUITABLE FOR
NUMBER LENGTH E.G. THESE HUBS

ADR0120  47 mm T0429, PV320007,
PV320006, PV320003, PV320010

ADR0121  52 mm T0683
ADR0122  62 mm 21 mm
ADR0123  72 mm 23 mm T0684
ADR0124  80 mm 26 mm T0425,T0423, T0423JS
ADR0125  90 mm 32 mm T0426, T0426D, T0426J, T0425JS
ADR0126  100 mm 33 mm T0426JS
ADR0127  110 mm 33 mm T0990,T0991,T0991J
ADR0128  120 mm 37 mm T0990J

LOCKING NUTS + LOCKING PINS
ORDER NBR SIZE SUITABLE FOR E.G. THESE HUBS

ADR0150  M18 x 1,5 T0427, PV320007, PV320006, PV320003, PV320010, T0429
ADR0151  M20 x 1,5 T0683
ADR0152  M27 x 1,5
ADR0153  M30 x 1,5 T0684
ADR0154  M39 x 1,5 T0425,T0423, T0423JS
ADR0155  M39 x 1,5 T0426, T0426D, T0426J, T0425JS
ADR0156  M48 x 1,5 T0990,T0991, T0991J, T0426JS
ADR0157  M48 x 1,5 T0990J
ADR0158  M70 x 2,0
ADR0159  M42 x 2,0

BRAKE
SHOE
SET
ADR0ADR0ADR0ADR0ADR0111117878787878
- size 400 x 80
- suitable for

T0990J, T0993J


