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23.02.2007

AUTOMATIC OVERLOAD CLUTCH

prevents overload - when preset value exceeds,
the cams releases and power transmission switches off

- switches again on when lowering the revolution - in case
the preset torque does not re-exceed, the work can be continued nonstop

designed especially for machines and equipment with continuous
overload (peat machines, chippers)

stationary torque - compact construction reduces the need of maintenance
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ORDER NUMBER MOUNTING

T119000 13/,-6 Automatic clutch (1800 Nm standard)
T119001 13/,-6 Automatic clutch (2500 Nm standard)
T119004 13/,-6 Automatic clutch (2900 Nm standard)
T119003 13/,-20 Automatic clutch (2900 Nm standard)

Does not include flange yoke or mounting bolts, see reference marks 1 and 2 on next page.

Note!
Automatic clutch is possible to equip with all torques 1000 - 2900 Nm, see reference mark 4 adjusting spring kit on next page.
When changing the adjusting spring, note that the locking cams (part no. 5) will not be installed wrong side up.

Original manufacturers names and part numbers are quoted for 1 infer that our replacement parts are used as original equipment.



ORDER NUMBER PICTURE

T119090
T1056935
T1057935
T1006935
T1007935
T1118935
T119016
T119018
T119020
T119024
T119053
T119060
T119062
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Original manufacturers names and part numbers are quoted for 1

22.02.2008

DESCRIPTION

Fixing bolt set
Flange yoke W2400
Flange yoke W2500
Flange yoke B106
Flange yoke B108
Flange yoke B110
Adjusting spring set
Adjusting spring set
Adjusting spring set
Adjusting spring set
Cam

Protective plate
Clamping set

M12 x 30
32x76
36 x 89
30,2 x 92
35 x 106,5
41 x 118
1600 Nm
1800 Nm
2000 Nm
2400 Nm
@ 35 mm

1%/.6 - 1%-20

infer that our replacement parts are used as original equipment.



23.02.2007

Note the size of clutch in repair parts

SPARE PARTS FOR OVERRUNNING CLUTCH German old type F3

PIN AND LOCK
SPRING SET SET
T1178A T115256

- includes 6 pins
and 6 springs

O

SPARE PARTS FOR OVERRUNNING CLUTCH German new type F5

CAM ' LocK

SPRING SET SET
T1177A T115256

- includes 2 pieces
and 2 springs

RADIAL PIN CLUTCH SPARE PARTS German type K31 - K35

CAM+ LOCK
SPRING SET SET
T1179F T115256

- includes: 8 pcs of cam springs,
8 pcs of outer springs and
8 pcs of inner springs

70° WIDE ANGLE
SPARE PARTS

PART DESCRIPTION w2370 W220
2. Universal joint T101120 T101340
6. Flange yoke T115814 T115914

Original manufacturers names and part numbers are quoted for‘infer that our replacement parts are used as original equipment.



SHAFT
BENZI WALTERCHEID
L1 W2100.W100
L23 W2200.W200
L3 wi
L4 W2300.W210
L46 W2300HD
L56 wil
LS W2400
L6 w220
L8v W240
T67 W2500
T9 W2600
SHAFT
BENZI BONDIOLI
B1 101.A1
B2 102.A2
B3 103.A3
B4 104.A4
BS, P5 105.A5, 405
B6, P6 106.A6, 406
B7, P7 107, 407
B8V A8
B8, P8 108, 408
B9, P9 109, 409
B10, P10 110, 410

BEARING

SPLINE mm
INNER OUTER
a1 i
50 50
50 50
50 50
62 62
62 62
62 62
62 62
62 62
62 62
81 81
BEARING
SPLINE mm
INNER OUTER
34 40
40 a7
46 59
46 53
53 62
59 68
59 68
59 68
68 80
68 80
68 80

1. SHIELD + CHAIN

1210 mm
ORDER NO.

T1198S
T1198T
T1198T
T1198T
T1198U
T1198U
T1198U
T1198U
T1198U
T1198U
T1198V

2000 mm
ORDER NO.

T1198S2
T1198T2
T1198T2
T1198T2
T1198U2
T1198U2
T1198U2
T1198U2
T1198U2
T1198U2
T1198v2

1. SHIELD + CHAIN

1210 mm
ORDER NO.

T1198S
T1198S
T1198T
T1198T
T1198U
T1198U
T1198U
T1198U
T1198V
T1198V
T1198V

1. Shield tube and chains are delivered complete for outer and inner tubes

2. Bearing set is delivered complete for both ends
3. Shield tube is measured from the middle of universal joint (min.)

Original manufacturers names and part numbers are quoted for 1

2000 mm
ORDER NO.

T1198S2
T1198S2
T1198T2
T1198T2
T1198U2
T1198U2
T1198U2
T1198U2
T1198V2
T1198v2
T1198V2

2. BEARING SET
ORDER NO.

T1196
T1196A
T1196A
T1196A
T1196B
T1196B
T1196B
T1196B
T1196B
T1196B
T1196K

2. BEARING SET
ORDER NO.

T1196C
T1196D
T1196E
T1196E
T1196F
T1196G
T1196G
T1196G
T1196H
T1196H
T1196H

3. CHAIN

ORDER NO.

T1198R
T1198R
T1198R
T1198R
T1198R
T1198R
T1198R
T1198R
T1198R
T1198R
T1198R

3. CHAIN
ORDER NO

T1198R
T1198R
T1198R
T1198R
T1198R
T1198R
T1198R
T1198R
T1198R
T1198R
T1198R

infer that our replacement parts are used as original equipment.



EASY TO ASSEMBLE

CHEAP
LIFE INSURANCE

1.Install the retainer
to the universal
joint

2.Drop the shaft to shield
and the bearing locks

SHAFT SHAFT 1. COMPLETE
SIZE TYPE SHIELD
wao, was WWE2380 T1198L
W50, W55 WWE2480 T1198N
W60, W65 WWE2580 T1199A
GUARD CONES i

st
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T1197C

SHIELD b

1 3/8“ o o

T1197F i { .|
Tas8°

2. BEARING KIT
TO BOTH ENDS

T1196A
T1196B
T1196B

The chain of guards
T1198R is suitable
for all shields.

3. WIDE ANGLE 4. BEARING
GUARDS CONE
COMPLETE
T1198M T1199C
T1198P T1199D
T1199B T1199E
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Original manufacturers names and part numbers are quoted for‘infer that our replacement parts are used as original equipment.



31.07.2008

ADAPTORS WITH QUICK-DISCONNECT PUSH PIN

FEMALE B MALE D L LENGTHENS
SHAFT NUMBER OF SHAFT NUMBER OF OVERALL THE SHAFT
SIZE SPLINES SIZE SPLINES LENGTH mm mm
13/ 6 13/, 6 158 104
13/, 21 13/ 6 158 104
13/ 6 13/ 21 158 116
13/, 21 13/, 6 158 104
13/, 6 13/, 6 158 104
13/, 6 13/ 21 158 116
13/, 6 13/« 6 170 105
13/, 20 13/ 6 165 105
32/38 8 13/ 6 160 100
32UNI221

a - suitable e.g. for “russian” type shafts 8 splines/38 mm
b - HD-model for tractors <70 hp

ADAPTORS WITH ROLL PIN OR INTERFERING BOLT LOCKING

FEMALE B MALE D L LENGTHENS
SHAFT NUMBER OF SHAFT NUMBER OF OVERALL THE SHAFT
SIZE SPLINES SIZE SPLINES LENGTH mm mm
1" 6 13/« 6 76 29
17/, 6 13/, 6 57

17/, 6 13/, 6 117 70
13/, 6 17/, 6 130 76
13/« 6 13/ 6 229 178

Original manufacturers names and part numbers are quoted for 1

ORDER
NUMBER

V022
Vo024
V027
VO26HD (b)
VO022HD (b)
VO27HD (b)
KH0281
TA10109
V025 ()

ORDER
NUMBER

V032
V033
Vo34
Vo038
V38EXT

infer that our replacement parts are used as original equipment.



31.07.2008

SINGLE-ENDED SPLINED SHAFT

SHAFT SIZE
inch

pcs

[ =2 M2 RN e I = M« 2 I <)
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SPLINES LENGTH

100
100
150
150
200
250
350
100
100

ORDER
NUMBER

KH0275
KHO0275HD (q)
KH0276
KH0276HD (a)
KH0277
KH0280
KH0278
KH0279
KHO0279HD (q)

a - material in HD-models EN19T, tractors <70 hp

DOUBLE-ENDED SPLINED SHAFT

SHAFT SIZE
inch

1 3/5-1 3/5
13,-1%,

pcs

6
6

SPLINES LENGTH

150
230

ORDER
NUMBER

v358S
V358

SPLINED BAR IN METERS

SHAFT SIZE
inch

13/,
13,

Original manufacturers names and part numbers are quoted for 1

pcs

SPLINES LENGTH

1
1

ORDER
NUMBER

T0470
T0472

SLEEVES

SHAFT SIZE
inch

13/, with quick lock

pcs

(22 M2 B« e ) i }

SPLINES LENGTH

60
95
95
80
80
90

ORDER
NUMBER

KH0208
V359
V359HD ()
V023

KH0215
KHO215HD ()

a - material MOC210, identified from the spline on the outer side

infer that our replacement parts are used as original equipment.



See pictures on page T5.32

BENZI DI TERLIZZI

DIAMETER WIDTH
L G

18,00 47,00

22,00 54,00

22,00 54,80

23,84 61,30

23,84 61,30

27,00 70,00

26,98 74,60

27,00 74,60

30,17 92,00

30,20 80,00

30,20 92,00

32,00 76,00

34,00 /51,00

34,92 94,00

34,92 106,50

36,00 89,00

41,00 108,00

41,00 118,00

42,00 104,00

DELLA CONCORDIA UGO

DIAMETER WIDTH
L G
19,00 48,00
19,00 48,50
22,00 50,20
22,00 58,90
23,00 58,20
23,00 58,20
23,84 61,30
25,00 63,80
25,00 72,00
26,00 69,80
26,94 61,85

Original manufacturers names and part numbers are quoted for 1

PICTURE
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22.02.2008

ORDER
NUMBER

T115020
T100840
T105820
T100940
T100920
T101020
T101120

T101140
T101320
T101240
T101340
T106020
T105920
T111740
T101440
T106120
T111640
T111840
T111920

ORDER
NUMBER

CR194
CR044
CRO15
CR067
CRO84
CRO85
CRO05
CR102
CR104
CR123
CR132

SUITABILITIES

W2000

A1, B101

W2100, W100

A2, 102

W2200, W200, Same 1464632

APL 325, W1, A3, B103, John Deere 55943
Fiat 415, 450, 500,550, 580, 680, 780, Volvo,
W2300, W210, W2300HD

A4, 104

W220

A5, B105

A6, B106, W220

w2400

B107

W240, A8, B108
W2500

B109

B110, B410
W2600

SUITABILITIES

Front mount pump P.T.O. shaft Fiat/Bertta

Taarup

infer that our replacement parts are used as original equipment.



DIAMETER

27,00
27,00
27,00
27,00
27,00
27,00
27,00

27,00
27,00

27,00
28,00
28,00
28,57
29,00
29,00
30,00
30,00
30,00
30,00
30,00
30,17
30,17
30,17
30,17
30,20
30,20
30,20
32,00
34,00

34,92
35,00

35,00
38,00
39,69
42,00
42,00

Original manufacturers names and part numbers are quoted for 1

WIDTH

L

70,00
71,00
74,60
74,60
75,10
80,00
81,70

81,70
81,70

85,00
71,50
44,00

80,00

81,70

81,86

83,00

83,00

92,00

82,00

92,00
106,30
106,50
90,00
106,30
82,00

86,00

97,00

106,50
96,80

97,00
106,00
115,90
106,00
123,00

/60,24

/49,00

PICTURE
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22.02.2008

ORDER
NUMBER

CR135
CR136
CR277
CRO48
CR275
CR139
CR391

T3387
CR392

CR083
CR153
CR156
CR162
CR500
CR176
CR308
CR185
CR188
CR189
CR309
VPJ4408
CR098
CRO31
CRO21
CR302
CR007
CR200
CR326
CR217

CRO23
CR022

CR274
CR253
CR257
CR262
CR264

SUITABILITIES

Fiat FWD, Carraro, Lobro

Ford 5610-7710 drag link 2/87-, Same,
International, John Deere, MF390, 575,
675, 3060, Fiat cardan 450, 500, 600, 640,
880, 980

Inner locking
John Deere 330, 332, 336, 332A, 336A

Inner locking
Ford 8210 APL 350, John Deere 2040

Fiat 640 cardan

Same, B7.41, W23.00.00, Ford Selene

Ford 5600-7700, 5610-7610, APL 325, 335,
345, 350, ZF

Valmet 903 front link, Fiat cardan, IH,

Fiat 640, 850, 1000, Fiat cardan, Lobro

Ford County 654, 754, 954, 1004, 1124, 1164

infer that our replacement parts are used as original equipment.
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Original manufacturers names and part numbers are quoted for‘infer that our replacement parts are used as original equipment.




